DESCRIPTION
The THB00 Controller is designed for many heating and
cooling, high temperature applications. The probe

temperature is displayed on the bright 3-digit display. The
user is able to program 18 different parameters including set
point, hysteresis, cycle time and ambient probe adjustment
using the silicone front keyboard. The unit features error or
alarm warning, internal buzzer and password protection.
Select between thermocouple J, K or S type, temperature
display in C or F and 115VAC, 230VAC or 12VDC power
supplies.

INSTALLATION
NOTE: Unit must be mounted away from vibration,

impacts, water and corrosive gases.

e Cut hole in panel 2.80 x 1.14 inches (71 x 29mm).

* Apply silicone (or rubber gasket) around the perimeter
of the hole to prevent leakage.

* |nsert unit into hole of panel.

¢ Slide removable fitting clips onto unit from the back until
secure to panel.

* Remove back cover to wire unit.

¢ Wiring diagram is displayed on the top of the unit.

s (Note: PROBE CABLE LENGTH MUST NOT EXCEED
328 ft (100 m). DO NOT INSTALL PROBE CABLE NEAR
POWER CABLES)

* Replace cover once wiring is completed.

SPECIFICATIONS

Probe range: O to 999°
Input: Type J, K, or S
thermocouple depending on
model.

Qutput: 15 A relay @ 250 VAC
resistive.

Horsepower Rating (HP): 3/4
HP.

Control Type: ON/OFF.
Power Requirements: 110
VAC, 230 VAC or 12 VDC
(Depending on model).
Accuracy: +1°.

Display: 3-Digit, Red, 1/2"
(12.7 mm) digits, plus sign.

WIRING DIAGRAM

TeCHNICaAL HeaTeRs, INC.

TH600 Digital Temperature Controller

Resolution: +1 digit.
Memory Backup: Nonvolatile
memory.

Ambient Operating
Temperature: 14 to 158°F (-10
to 70°C).

Storage Temperature: -4 to
176°F (-20 to 80°C).

Weight: 2.30z. (65g.).

Front Panel Rating

P64,

Agency Approvals: CE, UL.
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BUTION COUDRS:
TPE J = BIVER GREY
THPEN = FELLOW
TPE § = BREEN
FIEI00 =RED
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